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(v) 568 through 583 seconds.

(2) During these five time intervals
when inertia load adjustment is occur-
ring, inertia load adjustment is discon-
tinued when throttle operation is less
than 85% of WOT or at the end of the
specified time interval.

(C) Each type of generic application
for implementing this concept must re-
ceive the Administrator’s approval be-
fore a manufacturer may use these in-
ertia adjustments for official US06
schedule certification tests.

(c) Other dynamometer configura-
tions may be used for testing if it can
be demonstrated that the simulated
road load power and inertia are equiva-
lent, and if approved in advance by the
Administrator.

(d) An electric dynamometer meeting
the requirements of paragraph (b)(2) of
this section, or a dynamometer ap-
proved as equivalent under paragraph
(c) of this section, must be used for all
types of emission testing in the fol-
lowing situations.

(1)(A) Gasoline vehicles which are
part of an engine family which is des-
ignated to meet the phase-in of SFTP
compliance required under the imple-
mentation schedule of table A00-1 of
§86.000-08, or table A00-3, or table A00-
5 of §86.000-09.

(ii) Diesel LDVs and LLDT1s which are
part of an engine family which is des-
ignated to meet the phase-in of SFTP
compliance required under the imple-
mentation schedule of table A00-1 of
§86.000-08, or table A00-3, or table A00-
5 of §86.000-09.

(2) Starting with the 2002 model year,
any light-duty vehicle or light light-
duty truck which uses any regulated
fuel.

(3) Starting with the 2004 model year,
any heavy light-duty truck which uses
any regulated fuel.

[61 FR 54890, Oct. 22, 1996]

§86.108-79 Dynamometer.

(a) The dynamometer shall have a
power absorption unit for simulation of
road load power and flywheels or other
means of simulating the inertia weight
as specified in §86.129.

(b)(1) The dynamometer shall have a
roll or shaft revolution counter for de-
termination of distance driven.

40 CFR Ch. | (7-1-11 Edition)

(2) In lieu of the requirement in (b)
(1) of this section the manufacturer
shall provide some means, approved in
advance by the Administrator, for the
determination of distance driven.

(c) Small twin-roll dynamometers
shall have a nominal roll diameter of
8.65 inches and a nominal roll spacing
of 17 inches. Large single-roll
dynamometers shall have a nominal
roll diameter of 48 inches.
Dynamometers with other roll speci-
fications may be used if the total simu-
lated road load power can be shown to
be equivalent, and if approved in ad-
vance by the Administrator.

[42 FR 45651, Sept. 12, 1977]

§86.109-94 Exhaust gas sampling sys-
tem; Otto-cycle vehicles not requir-
ing particulate emission measure-
ments.

(a)(1) General. The exhaust gas sam-
pling system described in this para-
graph is designed to measure the true
mass of gaseous emissions in the ex-
haust of either Otto-cycle light-duty
vehicles or light-duty trucks which are
waived from requirements for the
measurement of particulate emissions.
In the CVS concept of measuring mass
emissions, two conditions must be sat-
isfied: the total volume of the mixture
of exhaust and dilution air must be
measured, and a continuously propor-
tioned volume of sample must be col-
lected for analysis. Mass emissions are
determined from the sample concentra-
tion and total flow over the test period.

(2) Vehicle tailpipe to CVS Duct. For
methanol-fueled vehicles, cooling of
the exhaust gases in the duct con-
necting the vehicle tailpipe to the CVS
shall be minimized. This may be ac-
complished by:

(i) Using a duct of unrestricted
length maintained at a temperature
above the maximum dew point of the
exhaust, but below 250 °F (121 °C); heat-
ing and possibly cooling capabilities
are required; or

(ii) Using a short duct (up to 12 feet
long) constructed of smooth wall pipe
with a minimum of flexible sections,
maintained at a temperature above the
maximum dew point of the exhaust,
but below 250 °F (121 °C), prior to the
test and during the 10 minute hot soak
segment and uninsulated during the
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